Machine Parameter 

	Machine Parameter
	unit
	AUXT600-4    
	AUXT1500-4

	number of cavities 
	Cavity
	4
	4

	clamping stroke 
	mm
	120
	120

	output 
	Pcs/hr
	4000
	3300

	total power 
	kw
	26
	40

	power consumption 
	kw
	≦8
	≦16

	pressure for working 
	kg
	10
	10

	pressure for blowing 
	 kg
	30
	30

	flow rate for working 
	m³
	3
	3.5

	flow rate for blowing 
	m³
	2
	2

	neck diameter 
	mm
	24-32
	24-32

	max diameter 
	mm
	68
	100

	max height 
	  mm
	240
	320

	machine size L*W*H 
	m
	2.1*2.25*2.1
	2.6*2.25*2.1

	AUTO LOADER L*W*H 
	m
	1.7*2.7*2.7
	1.7*2.7*2.7

	machine weight 
	kg
	3100
	3100


Ps：Customized production according to customer requirement, a light engine parallel connection and assembly, high efficiency and independence.
PROPERTIES 
	Product Name
	specification

	CONTROLLER （PLC)
	SCHNEIDER 

	TEMPERATURE CONTROLLER 
	SDR BIG POWER

	HEATING LAMP QTY 
	6 PCS

	HEATING LAMP
	ONE SIDE COATING

	CLAMPING CYLINDER 
	FESTO (GERMAN) 

	FORWARD CYLINDER 
	FESTO (GERMAN) 

	CONNECTOR 
	WAGO (GERMAN) 

	SOLENOID VALVE 
	DEFUR (GERMAN)

	BLOW VALVE 
	PARKER (SWITZERLAND)

	PIPE CONNECTOR 
	SANG-A (KOREA) 

	AIR PIPE 
	SENTIAN (TAIWAN) 

	SWITCH 
	MW (TAIWAN) 

	STRETCH CYLINDER 
	MADE BY MANUFACTURER 

	OPERATION VALVE 
	DKC (KOREA) 

	FREE HEATING LAMP 
	3 PCS

	MOTOR 
	380v TURBO MOTOR SLOWDOWN


